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teilweise kraftausgeglichen ist. 
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(57) Abstract: The invention concerns a fuel injection device (1) com- 
prising an injection valve (9); a conduit (5) transporting high pressure 
fuel to the injection valve (9), when the device is operational; and a 
regulating valve (41) which regulates the pressure in a control chamber 
(43) of the injection valve, communicating with said conduit (5). The 
mobile part (5 1) of said regulating valve can be actuated by an actua- 
tor (31) via a hydraulic coupler (39). The pistons (39, 40) are nested 
in parallel. A multiplying chamber (72) is located at the ends of the 
pistons facing the actaator (31). A filling chamber (71-2) is located in- 
side the outer piston (39) and communicates with said conduit (5). The 
direction of the closing movement of the mobile part (51) of the valve 
coincides with the direction in which the fuel exits from the control 
chamber (43), such that the force exerted on the regulating valve is at 
least partly compensated due to the pressure exerted on the other piston 

(40) in the filling chamber (71-2). 

(57) Zusammenfassung: Eine Kraftstoffeinspritzvorrichtung (1) 
mit einem Einspritzventil (9), einer dem Einspritzventil (9) bei 
Betrieb Kraftstoflf unter hohem Druclc zufiihrenden Leitung (5), 
einem den Druck in einer mit der genannten Leitung (5) verbundenen 
Steuerkammer (43) des Einspritzventils steuemden Steuerventil 

(41) , dessen bewegliches Ventilteil (51) von einem Aktor (31) aber 
einen hydraulischen Koppler (38) betatigbar ist wobei die Kolben 
(39, 40) parallel zueinander ineinander angeordnet sind, wobei an 
den dem Aktor (31) abgewandten Enden der Kolben (39, 40) ein 
t)bersetzerraumraum (72) angeordnet ist, wobei im Inneren des 
auBeren Kolbens (39) ein FUlkaum (71-2) vorgesehen ist, der mit 
der genannten Leitung (5) verbunden ist und wobei die Richtung 
der Schliefibewegung des beweglichen Ventilteilji (51) mit der 
Richtung von aus der Steuerkammer (43) ausstromendem Kraftstoff 
Ubereinstinunt, so dass das Steuerventil wegen des auf den weiteren 
Kolben (40) in der FUllkanmier (71-2) wirkenden Drucks mindestens 
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VerofTentlicht: 

— mit intemationaiem Recherchenbericht 



Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations ") am Anfang jeder reguldren Ausgabe der 
PCT -Gazette verwiesen. 



